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Technical Appendix 22.1 – Baseline Noise 
Survey  

1. Introduction 
In order to characterise the existing noise climate within the onshore development area, a baseline noise 
survey was undertaken. Sensitive receptor locations in the vicinity of the onshore development area were 
agreed with Pembrokeshire County Council (PCC). Figure 22.3 shows the onshore development area and the 
survey locations. Surveys were undertaken between 7th July and 21st July 2021.  

A total of 5 sensitive receptor locations were agreed as part of consultation. This appendix to Chapter 22 
Noise and Vibration details the baseline noise survey approach as well as quantifying the existing acoustic 
environment within the onshore development area.    

Baseline survey measurements were conducted in accordance with current guidance, including British 
Standard (BS) 4142:2014+A1:2019 Method for Rating and Assessing Industrial and Commercial Sound and 
BS 7445:2003 Description and measurement of environmental noise and the methodology used was agreed 
with relevant stakeholders during consultation.   

Sound level meters (SLM) were fully calibrated, traceable to UKAS standards and satisfied the requirements 
of BS EN 61672-1:2013 for a ‘Class 1’ Sound Level Meter (SLM). Calibration certificates are included in Section 
3. 

Measurements at landfall receptors were undertaken during favourable weather conditions, i.e. with 
windspeed <5m/s and no precipitation. Measurements at onshore substation receptors were undertaken 
over a two week period with concurrent weather measurements and the data filtered to remove adversely 
weather affected periods. 

2. Survey Results 

2.1 Landfall 

The landfall study area encompasses the proposed landfall location, within an area at West Angle Beach. 

Measurements were conducted at one receptor location, details of which are shown in Table A22.1 and on 
Figure 22.2. Short-term attended measurements were taken during the daytime (1 hour) and night time (30 
minutes) reference periods. 

Table A22.1 – Baseline Noise Monitoring Location, Landfall Receptor 

Receptor Identifier Address (Nearest) 
X Y 

LFR1 The Beach House, Angle 185432 203182 

 

Table A22.3.2 and Table A22.3.3 contains a summary of the measured baseline noise data at the sensitive 
receptor location within the landfall study area during both daytime and night time respectively. 
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Table A22.2 – Baseline Noise Monitoring Location, Landfall Receptor 

Receptor 
identifier 

Period Date Start time End Time LAeq LAmax LA90 

LFR1 

Daytime 
8th July 
2021 

10:17 11:17 43.5 68.2 36.8 

Night-
time 

8th July 
2021 

00:04 00:39 35.3 62.9 31.7 

 

2.2 Cable Route Corridor 

It was considered that classifying all cable route corridor receptors as falling under Category A of the ABC 
Method of BS5228:2009+A1:2014 represented the most conservative and precautionary approach to the 
construction noise assessment and that, therefore, conducting noise monitoring along the cable route 
corridor was not necessary. This approach was considered to be in accordance with the Proportionate 
Approach to Environmental Impact Assessment. 

2.3 Onshore Substation Study Area 

The onshore substation study area encompasses the proposed substation location, and the nearest sensitive 
receptors. 

Measurements were conducted at four receptor locations, details of which are shown in Table A22.3 and on 
Figure 22.2. Short-term attended measurements were taken during the daytime (up to 60 minutes) and night 
time (up to 30 minutes) reference periods. 

Table A22.3 – Baseline Noise Monitoring Location, Substation Receptors 

Receptor Identifier Address (Nearest) 
X Y 

SSR1 
Lambeeth Farm, 

Pwllcrochan, 
193803 201663 

SSR2 
Moreston Cottage, 
Goldborough Road, 

Hundleton, 
193607 200982 

SSR3 
Goldborough Farm, 

Hundleton, 
193925 201030 

SSR4 
Sunnyridge, Wallaston 
Five Cross, Hundleton, 

192369 201232 
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At the four substation receptor locations continuous logging equipment was installed for up to two weeks 
and unattended measurements were taken in fifteen minute reference interval periods.  This approach 
ensured representative, repeatable background noise measurements were obtained of the existing 
soundscape and followed best practice in accordance with guidance contained within BS4142:2014+A1:2019. 

Samples of LA90 were cross referenced against weather data recorded on site (using a Lufft WS-600-UMB 
Compact Weather Station located at monitoring location SSR3) during the corresponding measurement 
period. All samples influenced by adverse weather conditions (representative environmental noise 
measurements should be undertaken during favourable weather conditions, i.e. with windspeed <5m/s and 
no precipitation) were considered unsuitable for noise monitoring due to noise interference and have been 
removed from the final results.  

Statistical analysis (following guidance in BS4142:2014+A1:2019) methods have been applied to the resulting 
data sets in order to assess the background noise levels with a greater degree of scrutiny. 

Tables A22.4 to A22.7 contain a summary of the long term measured baseline noise data within the onshore 
substation/national grid infrastructure study area at the four receptor locations during the night-time (night-
time is considered to be the constraining period due to lower background noise levels than daytime).   

Graphical outputs of the statistical analysis used for determining repeatable LA90 (background) noise levels 
at each long term measurement location are included in Charts A22.1 to A22.4. 

Table A22.4 – Baseline Noise Data Analysis, SSR1 

Period Date Average LA90,15min Mode Standard 
Deviation 

Night-time 
8th to 21st July 

2021 
32 32 5.2 

 

Chart A22.1 – Baseline Noise Data Cumulative Distribution, SSR1 
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In the chart it can be seen that the data follows a reasonably standard normal distribution curve and that 
there is a clear modal value at 32 dB; this corresponds with the average (arithmetic mean) and this value was 
chosen as the representative LA90. 

Table A22.5 – Baseline Noise Data Analysis, SSR2 

Period Date Average LA90,15min Mode Standard 
Deviation 

Night-time 
8th to 21st July 

2021 
31 32 4.9 

 

Chart A22.2 – Baseline Noise Data Cumulative Distribution, SSR2 

 

The chart shows a very clear modal peak at 32 dB and a relatively standard normal distribution. The modal 
value of 32 dB was therefore chosen as the representative LA90. 

Table A22.6 – Baseline Noise Data Analysis, SSR1 

Period Date Average LA90,15min Mode Standard 
Deviation 

Night-time 
8th to 21st July 

2021 
30 32 7.0 

 

 

 



 

ITPEnergised | Project Erebus Environmental Statement Technical Appendix 22.1: Baseline Noise Survey |  2021-07-23 8 

 

Chart A22.3 – Baseline Noise Data Cumulative Distribution, SSR1 

 

A very clear modal peak appears at 32 dB and has been chosen as the representative LA90. 

 

Table A22.7 – Baseline Noise Data Analysis, SSR1 

Period Date Average LA90,15min Mode Standard 
Deviation 

Night-time 
8th to 21st July 

2021 
32 32 5.2 
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Chart A22.4 – Baseline Noise Data Cumulative Distribution, SSR1 

 

Whilst the modal peak appears at 38 dB, the data does not display a standard normal distribution. The 
average (arithmetic mean) of 34 dB was therefore considered as the representative LA90. 

3. Calibration Certificates 
 

 

 

  



0653

Date of Issue: Certificate Number:
Calibrated at & Certificate issued by:

ANV Measurement Systems Page 1 of 2 Pages

Beaufort Court Approved Signatory

17 Roebuck Way

Milton Keynes  MK5 8HL

Telephone 01908 642846  Fax 01908 642814

E-Mail: info@noise-and-vibration.co.uk

Web: www.noise-and-vibration.co.uk
Acoustics Noise and Vibration Ltd trading as ANV Measurement Systems

Customer

Order No.

Description Sound Level Meter / Pre-amp / Microphone / Associated Calibrator

Identification Manufacturer Instrument Type Serial No. / Version

Performance Class

Test Procedure TP 2.SLM 61672-3 TPS-49 
Procedures from  IEC 61672-3:2006 were used to perform the periodic tests.

Type Approved to IEC 61672-1:2002 Approval Number

Date Received ANV Job No.

Date Calibrated

Previous Certificate Dated Certificate No. Laboratory

K. Mistry

25 February 2021

ANV Measurement Systems

Beaufort Court

This certificate is issued in accordance with the laboratory accreditation requirements of the United Kingdom

Accreditation Service. It provides traceability of measurement to the SI system of units and/or to units of measurement

realised at the National Physical Laboratory or other recognised national metrology institutes. This certificate may not

be reproduced other than in full, except with the prior written approval of the issuing laboratory.

17 Roebuck Way

Milton Keynes

34536109

UKAS21/0213824 February 2021

Rion

21.21 / 13.02

21218

04208

MK5 8HL

ANV MS HIRE

Rion

Rion

Rion Microphone

00921176

2.0

Calibrator adaptor type if applicable

Sound Level Meter

Firmware

Pre Amplifier

NL-52

NH-25

UC-59

If YES above there is public evidence that the SLM has successfully completed the 

applicable pattern evaluation tests of IEC 61672-2:2003

1

NC-74-002

NC-74

Rion

Calibrator

YES

UCRT20/1330 0653

UCRT21/1266

The sound level meter submitted for testing has successfully completed the class 1 periodic tests of IEC

61672-3:2006, for the environmental conditions under which the tests were performed. As public evidence

was available, from an independent testing organisation responsible for approving the results of pattern

evaluation tests performed in accordance with IEC 61672-2:2003, to demonstrate that the model of sound

level meter fully conformed to the requirements in IEC 61672-1:2002, the sound level meter submitted for

testing conforms to the class 1 requirements of IEC 61672-1:2002.

25 February 2021

24 March 2020

CERTIFICATE
OF

CALIBRATION



CERTIFICATE OF CALIBRATION Certificate Number

UKAS Accredited Calibration Laboratory No. 0653 Page 2 of 2 Pages

Sound Level Meter Instruction manual and data used to adjust the sound levels indicated.

Yes

dB Calibration reference sound pressure level

Hz Calibration check frequency

dB

± 0.30 °C

± 3.00 %RH

± 0.03 kPa

dB dB

dB

This test is currently not performed by this Lab.

dB

dB UR dB UR dB UR

dB

Calibrated by: C. Hirlav R 3
Additional Comments The results on this certificate only relate to the items calibrated as identified above.

For the test of the frequency weightings as per paragraph 12. of IEC 61672-3:2006 the actual microphone free field 

response was used.

None

N/A

Microphone replaced with electrical input device -

Weighting

Microphone installed (if requested by customer)  = Less Than

Response to associated Calibrator at the environmental conditions above.

Humidity

Ambient Pressure

Calibrator SPL @ STP

Calibrator frequency

23.48Temperature

Environmental conditions during tests

Accessories used or corrected for during calibration -

23.37

45.0

101.58

45.0

END ………………………………………………….

11 February 2021

Calibrator cert. number

Note - if a pre-amp extension cable is listed then it was used between the SLM and the pre-amp.

Start End

Manufacturer

Calibrator adaptor type if applicable

94.0

Extension Cable & Wind Shield WS-15

Total expanded uncertainties within the requirements of IEC 61672-1:2002

Reference level range 25 - 130

Specified or equivalent Calibrator Specified

Calibrator cal. date

101.51

94.0Initial indicated level Adjusted indicated level

UCRT21/1195

NC-74-002

0653

A

94.00

Yes

Source of Mic to F.F. corrections

Uncertainties of wind screen corrections

SLM instruction manual title

N/A

The acoustical frequency tests of a frequency weighting as per paragraph 11 of IEC 61672-3:2006 were carried out 

using an electrostatic actuator.

The reported expanded uncertainty is based on a standard uncertainty multiplied by a coverage factor k =2, providing 

a coverage probability of approximately 95%.  The uncertainty evaluation has been carried out in accordance with 

UKAS requirements.

Calibrator cal cert issued by

Yes

Yes

Manufacturer

Yes

………………………………………………….

11-03

Case corrections available

SLM instruction manual ref / issue

SLM instruction manual source

Internet download date if applicable

Lab Calibrator

Uncertainties of case corrections

Source of case data

Mic pressure to free field corrections

Uncertainties of Mic to F.F. corrections

Manufacturer

Yes

Yes

Manufacturer

Wind screen corrections available

Customer or Lab Calibrator

UCRT21/1266

Source of wind screen data

C Z

14.0 18.8

UR = Under Range indicated

0.12Uncertainty of the electrical self generated noise ±

0.10The uncertainty of the associated calibrator supplied with the sound level meter ±

Uncertainty of the microphone installed self generated noise ± N/A

dB    A Weighting

10.2

Self Generated Noise

1002.00

Sound Level Meter     NL-42 / NL-52



0653

Date of Issue: Certificate Number:
Calibrated at & Certificate issued by:

ANV Measurement Systems Page 1 of 2 Pages

Beaufort Court Approved Signatory

17 Roebuck Way

Milton Keynes  MK5 8HL

Telephone 01908 642846  Fax 01908 642814

E-Mail: info@noise-and-vibration.co.uk

Web: www.noise-and-vibration.co.uk
Acoustics Noise and Vibration Ltd trading as ANV Measurement Systems

Customer

Order No.

Description Sound Level Meter / Pre-amp / Microphone / Associated Calibrator

Identification Manufacturer Instrument Type Serial No. / Version

Performance Class

Test Procedure TP 2.SLM 61672-3 TPS-49 
Procedures from  IEC 61672-3:2006 were used to perform the periodic tests.

Type Approved to IEC 61672-1:2002 Approval Number

Date Received ANV Job No.

Date Calibrated

Previous Certificate Dated Certificate No. Laboratory

B. Giles

30 March 2021

ANV Measurement Systems

Beaufort Court

This certificate is issued in accordance with the laboratory accreditation requirements of the United Kingdom

Accreditation Service. It provides traceability of measurement to the SI system of units and/or to units of measurement

realised at the National Physical Laboratory or other recognised national metrology institutes. This certificate may not

be reproduced other than in full, except with the prior written approval of the issuing laboratory.

17 Roebuck Way

Milton Keynes

34536109

UKAS21/0321729 March 2021

Rion

21.21 / 13.02

32129

05286

MK5 8HL

ANV MS HIRE

Rion

Rion

Rion Microphone

00732101

2.0

Calibrator adaptor type if applicable

Sound Level Meter

Firmware

Pre Amplifier

NL-52

NH-25

UC-59

If YES above there is public evidence that the SLM has successfully completed the 

applicable pattern evaluation tests of IEC 61672-2:2003

1

NC-74-002

NC-74

Rion

Calibrator

YES

UCRT20/1544 0653

UCRT21/1430

The sound level meter submitted for testing has successfully completed the class 1 periodic tests of IEC

61672-3:2006, for the environmental conditions under which the tests were performed. As public evidence

was available, from an independent testing organisation responsible for approving the results of pattern

evaluation tests performed in accordance with IEC 61672-2:2003, to demonstrate that the model of sound

level meter fully conformed to the requirements in IEC 61672-1:2002, the sound level meter submitted for

testing conforms to the class 1 requirements of IEC 61672-1:2002.

30 March 2021

24 June 2020

CERTIFICATE
OF

CALIBRATION



CERTIFICATE OF CALIBRATION Certificate Number

UKAS Accredited Calibration Laboratory No. 0653 Page 2 of 2 Pages

Sound Level Meter Instruction manual and data used to adjust the sound levels indicated.

Yes

dB Calibration reference sound pressure level

Hz Calibration check frequency

dB

± 0.30 °C

± 3.00 %RH

± 0.03 kPa

dB dB

dB

This test is currently not performed by this Lab.

dB

dB UR dB UR dB UR

dB

Calibrated by: B. Bogdan R 2
Additional Comments The results on this certificate only relate to the items calibrated as identified above.

For the test of the frequency weightings as per paragraph 12. of IEC 61672-3:2006 the actual microphone free field 

response was used.

None

N/A

Microphone replaced with electrical input device -

Weighting

Microphone installed (if requested by customer)  = Less Than

Response to associated Calibrator at the environmental conditions above.

Humidity

Ambient Pressure

Calibrator SPL @ STP

Calibrator frequency

25.02Temperature

Environmental conditions during tests

Accessories used or corrected for during calibration -

24.96

42.6

101.65

42.4

END ………………………………………………….

18 March 2021

Calibrator cert. number

Note - if a pre-amp extension cable is listed then it was used between the SLM and the pre-amp.

Start End

Manufacturer

Calibrator adaptor type if applicable

94.0

Extension Cable & Wind Shield WS-15

Total expanded uncertainties within the requirements of IEC 61672-1:2002

Reference level range 25 - 130

Specified or equivalent Calibrator Specified

Calibrator cal. date

101.69

94.0Initial indicated level Adjusted indicated level

UCRT21/1370

NC-74-002

0653

A

94.01

Yes

Source of Mic to F.F. corrections

Uncertainties of wind screen corrections

SLM instruction manual title

N/A

The acoustical frequency tests of a frequency weighting as per paragraph 11 of IEC 61672-3:2006 were carried out 

using an electrostatic actuator.

The reported expanded uncertainty is based on a standard uncertainty multiplied by a coverage factor k =2, providing 

a coverage probability of approximately 95%.  The uncertainty evaluation has been carried out in accordance with 

UKAS requirements.

Calibrator cal cert issued by

Yes

Yes

Manufacturer

Yes

………………………………………………….

11-03

Case corrections available

SLM instruction manual ref / issue

SLM instruction manual source

Internet download date if applicable

Lab Calibrator

Uncertainties of case corrections

Source of case data

Mic pressure to free field corrections

Uncertainties of Mic to F.F. corrections

Manufacturer

Yes

Yes

Manufacturer

Wind screen corrections available

Customer or Lab Calibrator

UCRT21/1430

Source of wind screen data

C Z

15.5 22.7

UR = Under Range indicated

0.12Uncertainty of the electrical self generated noise ±

0.10The uncertainty of the associated calibrator supplied with the sound level meter ±

Uncertainty of the microphone installed self generated noise ± N/A

dB    A Weighting

11.0

Self Generated Noise

1001.96

Sound Level Meter     NL-42 / NL-52



0653

Date of Issue: Certificate Number:
Calibrated at & Certificate issued by:

ANV Measurement Systems Page 1 of 2 Pages

Beaufort Court Approved Signatory

17 Roebuck Way

Milton Keynes  MK5 8HL

Telephone 01908 642846  Fax 01908 642814

E-Mail: info@noise-and-vibration.co.uk

Web: www.noise-and-vibration.co.uk
Acoustics Noise and Vibration Ltd trading as ANV Measurement Systems

Customer

Order No.

Description Sound Level Meter / Pre-amp / Microphone / Associated Calibrator

Identification Manufacturer Instrument Type Serial No. / Version

Performance Class

Test Procedure TP 2.SLM 61672-3 TPS-49 
Procedures from  IEC 61672-3:2006 were used to perform the periodic tests.

Type Approved to IEC 61672-1:2002 Approval Number

Date Received ANV Job No.

Date Calibrated

Previous Certificate Dated Certificate No. Laboratory

K. Mistry

08 January 2021

ANV Measurement Systems

Beaufort Court

This certificate is issued in accordance with the laboratory accreditation requirements of the United Kingdom

Accreditation Service. It provides traceability of measurement to the SI system of units and/or to units of

measurement realised at the National Physical Laboratory or other recognised national metrology institutes. This

certificate may not be reproduced other than in full, except with the prior written approval of the issuing laboratory.

17 Roebuck Way

Milton Keynes

34536109

UKAS21/0101106 January 2021

Rion

21.21 / 13.02

21000

03877

MK5 8HL

ANV MS HIRE

Rion

Rion

Rion Microphone

00620864

2.0

Calibrator adaptor type if applicable

Sound Level Meter

Firmware

Pre Amplifier

NL-52

NH-25

UC-59

If YES above there is public evidence that the SLM has successfully completed the 

applicable pattern evaluation tests of IEC 61672-2:2003

1

NC-74-002

NC-74

Rion

Calibrator

YES

UCRT20/1128 0653

UCRT21/1053

The sound level meter submitted for testing has successfully completed the class 1 periodic tests of IEC

61672-3:2006, for the environmental conditions under which the tests were performed. As public

evidence was available, from an independent testing organisation responsible for approving the results of

pattern evaluation tests performed in accordance with IEC 61672-2:2003, to demonstrate that the model

of sound level meter fully conformed to the requirements in IEC 61672-1:2002, the sound level meter

submitted for testing conforms to the class 1 requirements of IEC 61672-1:2002.

08 January 2021

29 January 2020

CERTIFICATE
OF

CALIBRATION



CERTIFICATE OF CALIBRATION Certificate Number

UKAS Accredited Calibration Laboratory No. 0653 Page 2 of 2 Pages

Sound Level Meter Instruction manual and data used to adjust the sound levels indicated.

Yes

dB Calibration reference sound pressure level

Hz Calibration check frequency

dB

± 0.30 °C

± 3.00 %RH

± 0.03 kPa

dB dB

dB

This test is currently not performed by this Lab.

dB

dB UR dB UR dB UR

dB

Calibrated by: C. Hirlav R 3
Additional Comments The results on this certificate only relate to the items calibrated as identified above.

For the test of the frequency weightings as per paragraph 12. of IEC 61672-3:2006 the actual microphone free field 

response was used.

None

N/A

Microphone replaced with electrical input device -

Weighting

Microphone installed (if requested by customer)  = Less Than

Response to associated Calibrator at the environmental conditions above.

Humidity

Ambient Pressure

Calibrator SPL @ STP

Calibrator frequency

24.20Temperature

Environmental conditions during tests

Accessories used or corrected for during calibration -

23.87

31.8

100.88

35.1

END ………………………………………………….

07 January 2021

Calibrator cert. number

Note - if a pre-amp extension cable is listed then it was used between the SLM and the pre-amp.

Start End

Manufacturer

Calibrator adaptor type if applicable

94.0

Extension Cable & Wind Shield WS-15

Total expanded uncertainties within the requirements of IEC 61672-1:2002

Reference level range 25 - 130

Specified or equivalent Calibrator Specified

Calibrator cal. date

100.81

94.2Initial indicated level Adjusted indicated level

UCRT21/1028

NC-74-002

0653

A

94.00

Yes

Source of Mic to F.F. corrections

Uncertainties of wind screen corrections

SLM instruction manual title

N/A

The acoustical frequency tests of a frequency weighting as per paragraph 11 of IEC 61672-3:2006 were carried out 

using an electrostatic actuator.

The reported expanded uncertainty is based on a standard uncertainty multiplied by a coverage factor k =2, providing 

a coverage probability of approximately 95%.  The uncertainty evaluation has been carried out in accordance with 

UKAS requirements.

Calibrator cal cert issued by

Yes

Yes

Manufacturer

Yes

………………………………………………….

11-03

Case corrections available

SLM instruction manual ref / issue

SLM instruction manual source

Internet download date if applicable

Lab Calibrator

Uncertainties of case corrections

Source of case data

Mic pressure to free field corrections

Uncertainties of Mic to F.F. corrections

Manufacturer

Yes

Yes

Manufacturer

Wind screen corrections available

Customer or Lab Calibrator

UCRT21/1053

Source of wind screen data

C Z

15.4 20.8

UR = Under Range indicated

0.12Uncertainty of the electrical self generated noise ±

0.10The uncertainty of the associated calibrator supplied with the sound level meter ±

Uncertainty of the microphone installed self generated noise ± N/A

dB    A Weighting

11.3

Self Generated Noise

1002.02

Sound Level Meter     NL-42 / NL-52



0653

Date of Issue: Certificate Number:
Calibrated at & Certificate issued by:

ANV Measurement Systems Page 1 of 2 Pages

Beaufort Court Approved Signatory

17 Roebuck Way

Milton Keynes  MK5 8HL

Telephone 01908 642846  Fax 01908 642814

E-Mail: info@noise-and-vibration.co.uk

Web: www.noise-and-vibration.co.uk
Acoustics Noise and Vibration Ltd trading as ANV Measurement Systems

Customer

Order No.

Description Sound Level Meter / Pre-amp / Microphone / Associated Calibrator

Identification Manufacturer Instrument Type Serial No. / Version

Performance Class

Test Procedure TP 2.SLM 61672-3 TPS-49 
Procedures from  IEC 61672-3:2006 were used to perform the periodic tests.

Type Approved to IEC 61672-1:2002 Approval Number

Date Received ANV Job No.

Date Calibrated

Previous Certificate Dated Certificate No. Laboratory

K. Mistry

12 January 2021

ANV Measurement Systems

Beaufort Court

This certificate is issued in accordance with the laboratory accreditation requirements of the United Kingdom

Accreditation Service. It provides traceability of measurement to the SI system of units and/or to units of measurement

realised at the National Physical Laboratory or other recognised national metrology institutes. This certificate may not

be reproduced other than in full, except with the prior written approval of the issuing laboratory.

17 Roebuck Way

Milton Keynes

34536109

UKAS21/0101206 January 2021

Rion

21.21 / 13.02

10205

05742

MK5 8HL

ANV MS HIRE

Rion

Rion

Rion Microphone

00610211

2.0

Calibrator adaptor type if applicable

Sound Level Meter

Firmware

Pre Amplifier

NL-52

NH-25

UC-59

If YES above there is public evidence that the SLM has successfully completed the 

applicable pattern evaluation tests of IEC 61672-2:2003

1

NC-74-002

NC-74

Rion

Calibrator

YES

UCRT20/1037 0653

UCRT21/1069

The sound level meter submitted for testing has successfully completed the class 1 periodic tests of IEC

61672-3:2006, for the environmental conditions under which the tests were performed. As public evidence

was available, from an independent testing organisation responsible for approving the results of pattern

evaluation tests performed in accordance with IEC 61672-2:2003, to demonstrate that the model of sound

level meter fully conformed to the requirements in IEC 61672-1:2002, the sound level meter submitted for

testing conforms to the class 1 requirements of IEC 61672-1:2002.

12 January 2021

09 January 2020

CERTIFICATE
OF
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CERTIFICATE OF CALIBRATION Certificate Number

UKAS Accredited Calibration Laboratory No. 0653 Page 2 of 2 Pages

Sound Level Meter Instruction manual and data used to adjust the sound levels indicated.

Yes

dB Calibration reference sound pressure level

Hz Calibration check frequency

dB

± 0.30 °C

± 3.00 %RH

± 0.03 kPa

dB dB

dB

This test is currently not performed by this Lab.

dB

dB UR dB UR dB UR

dB

Calibrated by: B. Bogdan R 2
Additional Comments The results on this certificate only relate to the items calibrated as identified above.

For the test of the frequency weightings as per paragraph 12. of IEC 61672-3:2006 the actual microphone free field 

response was used.

None

N/A

Microphone replaced with electrical input device -

Weighting

Microphone installed (if requested by customer)  = Less Than

Response to associated Calibrator at the environmental conditions above.

Humidity

Ambient Pressure

Calibrator SPL @ STP

Calibrator frequency

25.09Temperature

Environmental conditions during tests

Accessories used or corrected for during calibration -

25.10

32.0

100.56

32.2

END ………………………………………………….

07 January 2021

Calibrator cert. number

Note - if a pre-amp extension cable is listed then it was used between the SLM and the pre-amp.

Start End

Manufacturer

Calibrator adaptor type if applicable

94.0

Extension Cable & Wind Shield WS-15

Total expanded uncertainties within the requirements of IEC 61672-1:2002

Reference level range 25 - 130

Specified or equivalent Calibrator Specified

Calibrator cal. date

100.53

93.9Initial indicated level Adjusted indicated level

UCRT21/1028

NC-74-002

0653

A

94.00

Yes

Source of Mic to F.F. corrections

Uncertainties of wind screen corrections

SLM instruction manual title

N/A

The acoustical frequency tests of a frequency weighting as per paragraph 11 of IEC 61672-3:2006 were carried out 

using an electrostatic actuator.

The reported expanded uncertainty is based on a standard uncertainty multiplied by a coverage factor k =2, providing 

a coverage probability of approximately 95%.  The uncertainty evaluation has been carried out in accordance with 

UKAS requirements.

Calibrator cal cert issued by

Yes

Yes

Manufacturer

Yes

………………………………………………….

11-03

Case corrections available

SLM instruction manual ref / issue

SLM instruction manual source

Internet download date if applicable

Lab Calibrator

Uncertainties of case corrections

Source of case data

Mic pressure to free field corrections

Uncertainties of Mic to F.F. corrections

Manufacturer

Yes

Yes

Manufacturer

Wind screen corrections available

Customer or Lab Calibrator

UCRT21/1069

Source of wind screen data

C Z

15.3 21.9

UR = Under Range indicated

0.12Uncertainty of the electrical self generated noise ±

0.10The uncertainty of the associated calibrator supplied with the sound level meter ±

Uncertainty of the microphone installed self generated noise ± N/A

dB    A Weighting

11.2

Self Generated Noise

1002.02

Sound Level Meter     NL-42 / NL-52



0653

Date of Issue: Certificate Number:
Calibrated at & Certificate issued by:

ANV Measurement Systems Page 1 of 2 Pages

Beaufort Court Approved Signatory

17 Roebuck Way

Milton Keynes  MK5 8HL

Telephone 01908 642846  Fax 01908 642814

E-Mail: info@noise-and-vibration.co.uk

Web: www.noise-and-vibration.co.uk
Acoustics Noise and Vibration Ltd trading as ANV Measurement Systems

Customer

Order No.

Description Sound Level Meter / Pre-amp / Microphone / Associated Calibrator

Identification Manufacturer Instrument Type Serial No. / Version

Performance Class

Test Procedure TP 2.SLM 61672-3 TPS-49 
Procedures from  IEC 61672-3:2006 were used to perform the periodic tests.

Type Approved to IEC 61672-1:2002 Approval Number

Date Received ANV Job No.

Date Calibrated

Previous Certificate Dated Certificate No. Laboratory

K. Mistry

14 October 2020

ANV Measurement Systems

Beaufort Court

This certificate is issued in accordance with the laboratory accreditation requirements of the United Kingdom

Accreditation Service. It provides traceability of measurement to the SI system of units and/or to units of

measurement realised at the National Physical Laboratory or other recognised national metrology institutes. This

certificate may not be reproduced other than in full, except with the prior written approval of the issuing laboratory.

17 Roebuck Way

Milton Keynes

34536109

UKAS20/1056913 October 2020

Rion

21.21 / 13.02

21609

13789

MK5 8HL

ANV MS HIRE

Rion

Rion

Rion Microphone

00231665

2.0

Calibrator adaptor type if applicable

Sound Level Meter

Firmware

Pre Amplifier

NL-52

NH-25

UC-59

If YES above there is public evidence that the SLM has successfully completed the 

applicable pattern evaluation tests of IEC 61672-2:2003

1

NC-74-002

NC-74

Rion

Calibrator

YES

UCRT19/2094 0653

UCRT20/2000

The sound level meter submitted for testing has successfully completed the class 1 periodic tests of IEC

61672-3:2006, for the environmental conditions under which the tests were performed. As public

evidence was available, from an independent testing organisation responsible for approving the results of

pattern evaluation tests performed in accordance with IEC 61672-2:2003, to demonstrate that the model

of sound level meter fully conformed to the requirements in IEC 61672-1:2002, the sound level meter

submitted for testing conforms to the class 1 requirements of IEC 61672-1:2002.

14 October 2020

01 October 2019

CERTIFICATE
OF

CALIBRATION



CERTIFICATE OF CALIBRATION Certificate Number

UKAS Accredited Calibration Laboratory No. 0653 Page 2 of 2 Pages

Sound Level Meter Instruction manual and data used to adjust the sound levels indicated.

Yes

dB Calibration reference sound pressure level

Hz Calibration check frequency

dB

± 0.30 °C

± 3.00 %RH

± 0.03 kPa

dB dB

dB

This test is currently not performed by this Lab.

dB

dB UR dB UR dB UR

dB

Calibrated by: B. Bogdan R 2
Additional Comments The results on this certificate only relate to the items calibrated as identified above.

For the test of the frequency weightings as per paragraph 12. of IEC 61672-3:2006 the actual microphone free field 

response was used.

None

N/A

Microphone replaced with electrical input device -

Weighting

Microphone installed (if requested by customer)  = Less Than

Response to associated Calibrator at the environmental conditions above.

Humidity

Ambient Pressure

Calibrator SPL @ STP

Calibrator frequency

23.60Temperature

Environmental conditions during tests

Accessories used or corrected for during calibration -

24.20

45.3

101.25

46.1

END ………………………………………………….

22 September 2020

Calibrator cert. number

Note - if a pre-amp extension cable is listed then it was used between the SLM and the pre-amp.

Start End

Manufacturer

Calibrator adaptor type if applicable

94.0

Extension Cable & Wind Shield WS-15

Total expanded uncertainties within the requirements of IEC 61672-1:2002

Reference level range 25 - 130

Specified or equivalent Calibrator Specified

Calibrator cal. date

101.23

94.1Initial indicated level Adjusted indicated level

UCRT20/1900

NC-74-002

0653

A

94.02

Yes

Source of Mic to F.F. corrections

Uncertainties of wind screen corrections

SLM instruction manual title

N/A

The acoustical frequency tests of a frequency weighting as per paragraph 11 of IEC 61672-3:2006 were carried out 

using an electrostatic actuator.

The reported expanded uncertainty is based on a standard uncertainty multiplied by a coverage factor k =2, providing 

a coverage probability of approximately 95%.  The uncertainty evaluation has been carried out in accordance with 

UKAS requirements.

Calibrator cal cert issued by

Yes

Yes

Manufacturer

Yes

………………………………………………….

11-03

Case corrections available

SLM instruction manual ref / issue

SLM instruction manual source

Internet download date if applicable

Lab Calibrator

Uncertainties of case corrections

Source of case data

Mic pressure to free field corrections

Uncertainties of Mic to F.F. corrections

Manufacturer

Yes

Yes

Manufacturer

Wind screen corrections available

Customer or Lab Calibrator

UCRT20/2000

Source of wind screen data

C Z

14.8 19.9

UR = Under Range indicated

0.12Uncertainty of the electrical self generated noise ±

0.10The uncertainty of the associated calibrator supplied with the sound level meter ±

Uncertainty of the microphone installed self generated noise ± N/A

dB    A Weighting

11.0

Self Generated Noise

1001.91

Sound Level Meter     NL-42 / NL-52



0653

Date of Issue: Certificate Number:
Calibrated at & Certificate issued by:

ANV Measurement Systems Page 1 of 2 Pages

Beaufort Court Approved Signatory

17 Roebuck Way

Milton Keynes  MK5 8HL

Telephone 01908 642846  Fax 01908 642814

E-Mail: info@noise-and-vibration.co.uk

Web: www.noise-and-vibration.co.uk

Acoustics Noise and Vibration Ltd trading as ANV Measurement Systems

Customer

Order No.

Test Procedure Procedure TP 1   Calibration of Sound Calibrators

Description Acoustic Calibrator

Identification Manufacturer Instrument Model Serial No.

ANV Job No.

Date Received

Date Calibrated

Previous Certificate Dated

Certificate No.

Laboratory

The calibrator has been tested as specified in Annex B of IEC 60942:2003. As public evidence was

available from a testing organisation (PTB) responsible for approving the results of pattern evaluation

tests, to demonstrate that the model of sound calibrator fully conformed to the requirements for pattern

evaluation described in Annex A of IEC 60942:2003, the sound calibrator tested is considered to conform

to all the class 1 requirements of IEC 60942:2003.

02 March 2021

Rion NC-75Calibrator

ANV Measurement Systems

Beaufort Court

17 Roebuck Way

Milton Keynes

MK5 8HL

ANV MS HIRE

35292147

UCRT21/1280

B. Giles

UKAS21/03147

This certificate is issued in accordance with the laboratory accreditation requirements of the United Kingdom

Accreditation Service. It provides traceability of measurement to the SI system of units and/or to units of measurement

realised at the National Physical Laboratory or other recognised national metrology institutes. This certificate may not

be reproduced other than in full, except with the prior written approval of the issuing laboratory.

07 May 2020

01 March 2021

02 March 2021

0653

UCRT20/1404

CERTIFICATE
OF

CALIBRATION



CERTIFICATE OF CALIBRATION Certificate Number

UKAS Accredited Calibration Laboratory No. 0653 Page 2 of 2 Pages

Measurements

Test Microphone Manufacturer Type

Brüel & Kjær

Results

The level of the calibrator output under the conditions outlined above was

± 0.10 dB rel 20 µPa

Functional Tests and Observations

The frequency of the sound produced was Hz ± 0.13 Hz

The total distortion was % ± 17.3 % of Reading

During the measurements environmental conditions were

Temperature 23 to 24 °C

Relative Humidity 31 to 39 %

Barometric Pressure 102.0 to 102.1 kPa

Note:

Calibrator adjusted prior to calibration?

Initial Level dB

Initial Frequency Hz
Additional Comments The results on this certificate only relate to the items calibrated as identified above.

Calibrated by: B. Bogdan R 2

94.03

4134

The sound pressure level generated by the calibrator in its WS2 configuration was measured five times by

the Insert Voltage Method using a microphone as detailed below. The mean of the results obtained is

shown below. It is corrected to the standard atmospheric pressure of 101.3 kPa (1013 mBar) using original

manufacturers information.

UCRT21/1280

None

NO

0.10

1000.00

N/A

A small correction factor may need to be applied to the sound pressure level quoted above if the device is

used to calibrate a sound level meter which is fitted with a free-field response microphone. See

manufacturers handbook for details.

END ………………………………………………….………………………………………………….

N/A

The reported expanded uncertainty is based on a standard uncertainty multiplied by a coverage factor k=2,

providing a coverage probability of approximately 95%. The uncertainty evaluation has been carried out in

accordance with UKAS requirements.

The uncertainties refer to the measured values only with no account being taken of the ability of the

instrument to maintain its calibration.
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